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NOVEFIX® 120  

 

 

 

MAIN APPLICATIONS:  

 

CONSTRUCTION: 

LAYER TYPICAL VALUE DESCRIPTION 
BACKING 58 g/m² Non woven 

ADHESIVE 120 g/m² Soft silicone gel adhesive  

RELEASE LINER 2 50 µm PET liner 

 
MAIN PHYSICAL PROPERTIES: 

DATA TYPICAL VALUE 
PRODUCT WEIGHT (without liners) 180 g/m² 

PRODUCT THICKNESS (without liners) 440 µm 

MVTR (upright cup) 700 g/m²/24h 

PEEL STRENGTH ON BRISTOL PAPER (180°) 2.80 N/25mm 
ADHESION BETWEEN SILICONE COATING AND RELEASE 
LINER (T peel test) 0.85 N/25mm 

The values listed above are for guidance purpose only and do not constitute a specification. 
Nothing contained herein is intended as a recommendation to use our products to infringe any patent.  

NOVEFIX® 120 
Reference: 703722 

Is a non-woven fabric with a soft silicone gel coating 

SILICONE GEL  

COATED ON PET NON-WOVEN 

 

NOVEFIX® 120 is used for:  

- Post operative dressings  

- Wearable devices dressings 
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