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ACRYSIL® 100 non-perforated  

MAIN APPLICATIONS:  

CONSTRUCTION: 

LAYER TYPICAL VALUE DESCRIPTION 
LINER / SILICONE 70 µm Flat Polyethylene 

SILICONE ADHESIVE 100 g/m² Soft Silicone Adhesive 

CLEAR PU FILM 25 µm PU 

ACRYLIC ADHESIVE 30 g/m² Medical acrylic adhesive 

LINER / ACRYLIC 100 g/m² Siliconized paper 

 
MAIN PHYSICAL PROPERTIES: 

DATA TYPICAL VALUE 
PRODUCT WEIGHT (without liners) 165 g/m² 

SILICONE PEEL STRENGTH (180° - Bristol paper) 1.6 N/25mm 

LINER/SILICONE RELEASE FORCE (T peel) 0.4N/25mm 

ACRYLIC PEEL STRENGTH (90° - stainless steel) 6 N/25mm 

LINER/ACRYLIC RELEASE FORCE (T peel) 0.3N/25mm 
The values listed above are for guidance purpose only and do not constitute a specification. 

Nothing contained herein is intended as a recommendation to use our products to infringe any patent.  

ACRYSIL® 100 non-perforated 
Reference: 703739 

Is a double coated polyurethane membrane. Adhesive medical 

acrylic on one side & soft tack gel on the other side 

TRILAMINATE PU FILM 

DOUBLE-COATED WITH SILICONE & ACRYLIC ADHESIVES 

ACRYSIL® 100 non-perforated is used for: 

- Post operative dressings 

- Wearable devices dressings 
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