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Unwind side PSA

Used for many applications that requires the joining of 
two surfaces.

Adhesion to SS

The following data are nominal values based on PSTC,
ASTM and other standard tests. The data should not be
considered as specifications.

24 Months

Real-time age testing study

10.1 mils w/o liner
Core 3 inch inside diameter

Shelf Life

"See Storage Conditions"

Thickness

June 30, 2021
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Double Coated Black Film Tape
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PRODUCT DESCRIPTION

0.5 mil polyester (PET) film coated on both
sides with pressure-sensitive acrylic adhesive.
Provides exceptional opacity and shear
strength, moderate adhesion, excellent
temperature resistance and good initial tack
allowing immediate/permanent bond to a
variety of surfaces (including irregular and
porous surfaces). Resistant to chemicals and
UV. Highly recommended for LSE surfaces.
Features an easy release, 6 mil glassine liner
80# (white).
SPLICES

Splices on tape and liner are functional in that they 

are intended for continuous process conditions.

STANDARD LABELING

Materials will have core labeling stating the part 

number, roll number, lot number, width, and linear 

feet per roll. Note: Any additional labeling require-

ments should be noted at time of order entry.

STORAGE CONDITIONS

Store in original protective packaging at 

temperatures between 60-80°F and 40-60% RH.

APPEARANCE 

Virtually free from foreign and dark colored matter.

Applications

1.8 mils of acrylic adhesive

Liner Paper liner

Liner side PSA 7.8 mils of acrylic adhesive

Backing/ Carrier 0.5 Mil Black PET Film

>63.4oz/ inTest Method: PSTC-101 




