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GENERAL DESCRIPTION: 

This is a 2.0 mil (51 micron) pressure sensitive acrylic adhesive supported with a two side poly 

coated semi-bleached kraft differential release liner. 

Adhesives have been tested for biocompatibility (skin irritation, sensitization, and cytotoxicity) 
by adhesive suppliers using ISO-10993 or similar test methods.*  

NOTE: 

For all testing, transfer tape was laminated to 2.0 mil (51 micron) clear polyester film. 

  ----------------------------------------------------------------------------------------------------- 

 PRODUCT DATA                         VALUE                              TEST METHOD  

 ----------------------------------------------------------------------------------------------------- 

PHYSICAL PROPERTIES  

Thickness Adhesive: 1.9-2.1 (48-53) +/- 0.1 (3) ASTM D 3652 (Modified for 

mil (micron) Liner: 4.3     (109)   +/- 10 %   use with non-tape product) 

----------------------------------------------------------------------------------------------------- 

ADHESION PROPERTIES**  

Average 

Adhesion from oz/in (N/m) 

Stainless Steel 69 (759) ASTM D 903 (Modified for 

Acrylic 84    (924) 72 hr. RT dwell time) 

Glass 68 (748) 

Polypropylene 19 (209) 

Expected Shear 100 + ASTM D 3654 Method A (1 hr.  

(hours) dwell, 1 sq. in, 4 lb. load) 

Tack (g) 930 ASTM D 2979 

* DISCLAIMER: The Tape Lab MAKES NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO ANY 
IMPLIED WARRANTY OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, COURSE OF PERFORMANCE, OR TRADE 
USAGE.  This product is a device component intended solely for further processing, manufacturing, or 
incorporation into a finished device, and is further intended only for use as a device component on 
intact skin (i.e., not intended for use in the presence of open sores or wounds nor for applications 
inside the body). Customer is solely responsible for determining whether this component product is fit 
for Customer’s intended use, including, without limitation, incorporation into Customer’s finished 
device(s), and for performing any additional testing that may be necessary to support Customer’s 
intended use. Customer is solely responsible for ensuring that its use of the component product is in 
compliance with the applicable laws and for obtaining any necessary clearances or approvals from its use 
of the component product and any finished device that incorporates the component product. 
Biocompatibility testing was completed using a similar ‘source’ adhesive in some circumstances.

Full biocompatibility results are available upon request.

** For guidance only, not to be used for setting specifications. The data presented are based on  

three or less production runs. Product construction sheets are updated as necessary, without notice. 

Please contact FLEXcon to request a copy of most recent version. 

----------------------------------------------------------------------------------------------------- 

STORAGE STABILITY             Two years stored at 70°F (21°C) and 50% RH  

-----------------------------------------------------------------------------------------------------                                         
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